PTCS Heat Pump Startup Form


Invoice #:______________________

Controls Page
(to be completed by HVAC service tech)



	Site Name & Address
	 
	 
	 
	 
	 

	Tech Company/Name
	 
	 
	 
	
	

	Electric utility company
	
	
	
	
	

	Date installed 
	 
	Date of Test
	 
	
	

	System installed (OD unit/ID unit M/N)
	
	
	
	

	Note unit #or area/zone served if multiple units at site
	 
	 
	 
	 



Controls settings concern 3 primary areas:  

· low-ambient compressor lockout

· control of resistance heat at mild temperatures 

· staging of resistance heat; it must be staged in 5 kW increments


For all systems (single and multi-stage compressors)


Confirm that the compressor low-ambient lockout control is set no higher than 0( F
( 


Confirm resistance heat is staged in 5 kW increments




(
For systems with one stage of compression


Make/model of indoor thermostat____________________________________________

On single stage compressor systems, discharge air sensors should be disabled.
PTCS requires resistance heat lockout at temperatures above 35( F.  How is auxiliary heat controlled on this system?: 
 
______indoor thermostat + outdoor sensor



        


______add-on outdoor thermostat (ODT)

Record outdoor temperature at time of test
_______

Record output of outdoor sensor (if applicable)______
Record expected value _________

Confirm auxiliary heat cannot operate above 35( F.  Use recommended procedure or specify how checkout was done:

For systems with multiple stages of compression

Make/model of indoor thermostat/zone sensor _______________________________________

How is auxiliary (strip) heat controlled on this system? (check all that apply): 

______discharge air sensor






______indoor unit board or zoning control






______ODT

______other; specify:_____________________________

To limit use of auxiliary heat, discharge air setting should be no higher than 85( F.  Confirm auxiliary heat cannot operate above 35( F.  Specify how checkout was done:

