K.  ALL HOMES - PRIME WINDOW, SLIDING GLASS DOOR, AND FRENCH DOOR REPLACEMENTS

1. 
General Program and General Material Specifications (sections A and B) shall be followed, in addition to the following Section K.

2.
Eligible measures include:

a. replacement of prime windows with NFRC certified products;

b. replacement of patio doors (French or Sliding) with NFRC certified products. 

3.
The weighted average of all windows installed shall have a National Fenestration Rating Council (NFRC) rated u-value of 0.30 or lower.  All patio doors shall have a NFRC rated u-value of 0.35 or lower.

4.
Window and door frames shall be permanently affixed to the Residence.  After installation, access to latches shall not be impaired.  Upon installation completion, units shall operate smoothly and properly.  Hardware shall be durable, function properly, and not create interference.  When closed, the entire assembly shall provide a complete weather-barrier to the entire opening.  All materials shall have sufficient strength and durability to resist damage or distortion from wind loads, thermal stress (including that due to solar gain), or induced installation stresses.  All operable windows shall be of sufficient combinations of glass/slider- frame rigidity to prevent bowing after installation.

5.
Any installation that results in increased window area, including garden windows, shall not be allowed under this Program.


Exception: window area increases shall be permitted to meet minimum code egress requirements. 

6. 
No windows shall have exposed burrs, sharp corners or other potential hazardous condition that could be encountered by occupants during normal use.

7.
Sources of evident water penetration through prime openings shall be located and corrected.  Necessary repairs shall be accomplished by the Homeowner or Homeowner Designee prior to installation of storm windows.

8.
Safety glass shall be used under the following conditions:


a.
Glazing in entrance doors;


b.
glazing in fixed and sliding panels of sliding doors and panels in swinging doors other than wardrobe doors;


c.
glazing in fixed or operable panels adjacent to a door where the nearest exposed edge of the glazing is within a 24-inch arc of the vertical edge of the door in a closed position and where the bottom edge of the glazing is less than 60‑inches above the floor or walking surface unless there is an intervening wall or permanent barrier between the door and the glazing; 
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